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THIRD

SHEET 

REV PER EAR 14211 JUL10/13 K.L.
B

ANGULAR DEGREES

K.L.JUN30/08CHANGE DIMS

   GENERAL TOLERANCES

1 DECIMAL PLACE
 
2 DECIMAL PLACES

USB A TYPE RECEPTACLE
WITH POSITIVE LOCKING TAB

RIGHT ANGLE PCB TAIL,
RoHS COMPLIANT

NOTES:

MATERIAL:1.
 

SHELL: NICKEL PLATED COPPER ALLOY•
HOUSING: HIGH TEMPERATURE THEMOPLASTIC UL94V-0, COLOR - BLACK.          •
CONTACTS:  PHOSPHOR BRONZE, PLATING: 0.76 MICRONS [30 MICRO"] •
GOLD, OVER NICKEL ON MATING AREA, TIN PLATING ON SOLDER TAILS.
LOCKING TAB: STANILESS STEEL•

FEATURE: POSITIVE LOCK ON TYPE A, USB RIGHT ANGLE RECEPTACLE.2.

LOCKING FORCE: MIN. 50 N.3.

OPERATING TEMPERATURE: -40°C TO +85°C.4.

ALL MATERIALS USED FOR CONNECTOR AND PACKAGING ARE RoHS 5.
COMPLIANT PER EU DIRECTIVE 2011/65/EU AND AMENDMENTS.

AMPHENOL PART NUMBER: LUSB-A111-00

SLIGHTLY TO UNLOCK
PUSH THIS DIRECTION
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PCB LEVEL

 1.23
.048

 

RECOMMENDED PANEL CUT-OUT

PANEL 9.00
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R0.55
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A

A

RECOMMENDED PCB LAYOUT
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